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Lithium EP Grease 
 

Description 
      Peregrax EP greases possess excellent lubrication characteristics. They are recommended for    

      bearing lubrication, whether under normal or severely loaded service conditions. The greases  

      have a buttery and smooth appearance and are highly recommended for automotive, marine      

      and industrial applications. Peregrax EP greases are manufactured with lithium 12-hydroxy  

      stearate thickener and high quality mineral base stocks, combining with various specially       

      selected components, including very effective extreme pressure additives. 
 

      Peregrax EP is formulated to provide benefits such as water resistance, excellent extreme   

      pressure protection, good shear stability, high oxidation resistance, and outstanding rust and  

      corrosion properties. These are truly versatile, high quality multi-purpose lubricants, and are  

      suitable for use at temperature of up to 120°C for extended periods of time. 
       
Characteristics 

      WATER RESISTANT:  Resists washout by water as well as squeeze-out by heavy loads  

      and sliding mechanical action. 

  

      MULTI-PURPOSE GREASES:  Suitable for high and low temperature applications.     

      Protect all moving parts from shock loadings, prevents scuffing and reduce wear. 

 

      SHEAR RESISTANT:  The excellent resistance to mechanical shear combined with  

      high film strength maintains grease consistency for extended lubrication.  

 

      O X I D A T I O N  I N H I B I T E D :   A s s u r e s  l o n g  s e r v i c e  l i f e .  

 

      RUST AND CORROSION INHIBITED:  Promotes effective lubrication under difficult  

    e n v i r o n m e n t s  s u c h  a s  c o r r o s i v e  o r  r u s t  p r o n e  s e r v i c e  s i t u a t i o n s .  

 

 

 

 

       

              
       

              
 

 

 

 



 

Typical Applications 
 Automotive : Recommended for chassis, universal joints and wheel bearings particularly, 

those in vehicles fitted with disc brakes where high temperatures cause ordinary greases to 

soften and give ineffective lubrications. Suitable for cars, trucks, tractors, trailers etc 

 Industrial: Recommended for anti-friction bearings in steel, mining and other heavy 

manufacturing industries. 

 Also suitable in prepacked and sealed-for-life bearings. 

 Usable temperature range:       -10°C ~ 120°C 

 

Typical Properties 
NLGI Grade      1       2      3 

Thickener Type Lithium Lithium Lithium 

Appearance Amber Amber Amber 

Penetration @ 25°C, 1/10 mm, worked  315 268 234 

Dropping Point, °C 195 198 200 

Water Washout Resistance@79°C, % 0.79 0.35 0.05 

Wheel Bearing Leakage@20hrs, g 1.85 0.20 0.03 

Pressure Drop after 100hrs, kPa 26 25 25 

Timken OK Load, Ibs (min) 45 45 45 

Oil Separation, % wt 6.8 2.5 0.8 

Base Oil Viscosity@100°C, cSt 17.0 17.0 17.0 

 
 

 

 

 

 

 

 

 

 

 

 

 

Typical values do not constitute as specifications. Due to continual product research and 

development, the information contained herein is subjected to change without notification 

 

 

 

 


